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Description
TPV is a colored granulate designed and manufactured by Rosehill Polymers Ltd for the use in impact
absorbing rubberized sports and play surfaces.

It is produced at Rosehill's factory using state of the art technology, under strict in-house
quality controls.

The material is produced using a high quality virgin polymer. The product has been formulated
without the incorporation of sulfur, clay fillers, heavy metals (such as zinc) and phthalate plasticizers.

TPV will not leach our harmful sulfur compounds or peroxides into the environment and unlike TPE's
(Thermoplastic Elastomers) the vulcanization process ensures that the granules will continue to
perform in all weather extremes. TPE's tend to fail above a certain temperature.

It has been formulated to give optimum performance at a realistic price. TPV offers excellent thermal
stability and does not leach out carbon black or colored pigments like many of its rivals on the market.
The product is UV stable and weather resistance. It will not become brittle with age.

TPV will not self ignite.

TPV offers you the next generation of colored granulate for a resilient, hardwearing indoor
or outdoor safety surface.

TPV INPLAY and TPV INSPORT are highly durable and seen as a major breakthrough for the use in
children’s safety surfacing, multi-games areas (MUGASs), general sports surfacing, swimming pool
surrounds, running tracks and rubber play tile production. It offers excellent compatibility with
polyurethane binders and adhesives.

TPV INFILL was designed specifically as a granular infill for artificial turf sport pitches. It is the ideal
alternative to combat the potential harmful effects to health and the environment which could be
encountered by other products on the market. TPV INFILL meets the criteria set by the FIFA

2 STAR CONCEPT.

Health and Safety
No risk towards human health and/or environment because of carefully selected ingredients

Absence of toxic or carcinogenic ingredients

It is also recommended that you refer to the information offered in the material safety data sheet (MSDS)
for this product.
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Typical Properties
TPV

Appearance Angular granules

S.G.

1.55 g/cm3 (£ 0.05)

Hardness Shore A 65°A (£ 5)

Tensile Strength >3.0 Mpa

Elongation @ break >400%

Particle size 1.0 - 4.0 mm

0.5-25mm

0.5-2.0mm

0.5-1.5mm

Typical Particle Size Distribution for 1.0 - 4.0 mm

Over 3.35mm — 5%

2.5mm — 3.35mm 49%

2.0mm — 2.5mm - 21%

1.7mm —= 2.0mm - 12%

1.0mm - 1.7mm - 12.5%

Less than 1.0mm — 0.5%

Available Colors

All colors are UV stable.

Colors now available in the following nineteen colors:

RHO1 Red RH21 Purple RH31 Cream RH50 Orange
RHO2 Bright Red RH22 Light Blue RH32 Brown RH60 Dark Grey
RH10 Std. Green RH23 Azure Blue RH33 Dark Brown RH61 Light Crey
RH11 Bright Green RH25 Light Purple RH40 Mustard Yellow RH65 Pale Grey
RH20 Std. Blue RH30 Beige RH41 Bright Yellow
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